,a
- DESDTO, INC.
MATERIAL SAFETY DATA SHEET NPCA 1-72
FOR COATINGS, RESINS, AND RELATED MATERIALS
(APPROVED BY US DEPARTMENT OF LAEDR WESSENTIALLY SIMILAR"™ TO FORM OSHA-20)

SECTION I
DESOTO, INC. 1700 S. MT. PROSPECT ROAD
ADMINISTRATIVE AND RESEARCH CENTER DES PLAINES, ILLINOIS 60018
EMERGENCY TELEPHONE (312> 391-9000C _
Ueo. Plug (lasreeless
PRODUCT CLASS MANUFACTURERS CODE IDENTIFICATION
MODIFIED FDLYFSTER 826X389
Dys 25— 35109
TRADE NAME SUPER DESCTHANE DATE OF PREPARATIAON 04/703/84
SUPERSEDES 09/16/82 MSES
s 3t Siesle stesleatestesiesie e el Sl sl iR ek SECTION II-HAZARDOUS INGREDIENTS sesiosesiofskRaesiesiosr st sfe ste st sl sl e sie e sleslesiesle
INGREDIENT % BYs: TLY VAPQOR
WNEIGHT PPM MG/CU.M LEL PRESSURE
2 20 DEG C
BUTYL ACETATE 10.0 150 710 1.7 8.0
cTHYL ACETATE 20.0 400 1400 2e2 76
METHYL ISOBUTYL KETONE=-SKIN 10.0 50 205 1.4 15
SILICA-AMORPHOUS 15.0 ' 5 TOTAL NA NA

% PERCENT BY WEIGHT: :
TO NEAREST 5%, PLUS OR MINUS 5%, FOR SUBSTANCES 5-95%;
<5.0 FOR SUBSTANCES 0.5-5.0%;
<0.5 FOR SUBSTANCES 0.0-0.5%.

\FlES bISHED

NE
NA APPLTCABLE
s e e sl o ko SECTION ITI-PHYSICAL DATA seldorsoioioiicion s s R )
PROPERTY MEASUREMENT
BOILING RANGE 171.0 Td  259.0 DEG F. 77.0 TO  126.0 DEG C.
2760 MM HG
VAPOR DENSITY X HEAVIER LIGHTER THAN AIR
WEIGHT PER GALLON 10.0 LBS.
PERCENT VOLATILE BY VOLUME 5¢.0
EVAPORATION RATE FASTER X SLDNER THAN ETHER
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s s st lesioksioksoiokeikss SECTIQN IV-FIRE AND EXPLOSION DATA  siesiosesismsionsiosie o sioslsiols seiegsisg
DOT CATEGORY FLAMMABLE LIQUID FLASH POINT 74.0 DEG F.
OSHA CATEGORY FLAMMABLE LIQUID-CLASS I C (CLOSED CUP) 23.3 DEG C.

LOWER EXPLOSIVE LIMIT SEE I1

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECTION ASSOCIATION CLASS B
EXTINGUISHERS C(CARBON DIOXIDE, DRY CHEMICAL CR FOAM).

UNUSUAL FIRE AND EXPLOSION HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND OPEN FLAME., CLOSED CONTAINERS MAY
EXPLODE WHEN EXPOSED TO EXTREME HEAT. DO NOT APPLY TO HOT SURFACES.,

SPECIAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
8E USED TO COOL CLOSED CONTAINERS TO PREVENT PRESSURE BUILD-UP AND POSSIBLE
AUTC IGNITION OR EXPLOSION WHEN EXPOSED TO EXTREME HEAT. IF WATER IS USED, FOG
NOZZLES ARE PREFERABLE.

seiesieste steostosleosisiesie siesiesiole sl s el e e i SECTION V~HEALTH HAZARD CATA sie s steste stesiesiestotesiesie e ik sk ool slesiesiesk
THRESHOLD LIMIT VALUE: SEE TI (NCOT ESTABLISHED FOR PRODUCT)
EFFECTS OF OVEREXPOSURE:

INHALATION: ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT OR ACUTE NERVOUS
SYSTEM DEPRESSION CHARACTERIZED BY HEADACHE, DIZZINESS, STAGGERING GAIT,
CONFUSION, UNCONSCIOUSNESS OR COMA.

SKIN OR EYE CONTACT: PRIMARY IRRITATICON.

EMERGENCY AND FIRST AID PROCEDURES: INHALATION: REMOVE FROM EXPOSURE.
RESTORE BREATHING. KEEP WARM AND QUIET. NOTIFY A PHYSICIAN. SKIN CONTACT:
WASH AFFECTED AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING. CONSULT A

PHYSICIAN. EYE CONTACT: FLUSH WITH WATER FDR 15 MINUTES. CONSULT A PHYSICIAN.
INGESTION: CONSULT A PHYSICIAN,

o

st ste sieste sl siesie e e st sl oo sosiesisieiciekss SECTION VI-REACTIVITY DATA sie sttt slevteie ek she e s sl st sl sl siesieslolok
STABILITY: UNSTABLE X STABLE
INCOMPATIBILITY (MATERIALS TO AVOID):

HAZARDOUS DECOMPCSITION PRODUCTS:
PRODUCTS OF COMBUSTION ARE HAZARDOUS

HAZARDOUS PCLYMERIZATION: MAY CCCUR X WILL NOT OCCUR

CONDITIONS TO AVEID:

BOE-C6-01 90060
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STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: REMOVE ALL SOURCES
OF IGNITION. AVOID BREATHING VAPORS. VENTILATE AREA. REMOVE WITH INERT
ABSORBENT AND NON-SPARKING TOOLS.

WASTE DISPODSAL METHODS: OISPOSE IN ACCORDANCE WITH LDCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IN APPROVED FACILITY. DO NOT INCINERATE CLOSED

CONTAINERS.,

sk SECTION VITI-SPECIAL PROTECTION INFORMATION seliiiiicioiiik

ala wle A3 wis ale
SRR PRSI SR AR AR At 0%

RESPIRATORY PROTECTION: IN OUTDOOR OR OPEN AREAS USE NIOSH APPROVED

MECHANICAL FILTER RESPIRATOR.
IN RESTRICTED VENTILATION AREAS USE NIDSH APPROVED CHEMICAL-MECHANICAL

FILTERS.
IN CONFINED AREAS USE NIOSH APPROVED AIR LINE TYPE RESPIRATORS OR HOODS.

VENTILATION: WHERE EMPLOYEES MAY BE EXPOSED, PROVIDE GENERAL DILUTION OR LGCAL
EXHAUST VENTILATION IN VOLUME AND PATTERN TO KEEP TLV OF HAZARDOUS INGREDIENTS
IN SECTION II BELOW RECOMMENDED (ACGIH) OR REGULATED (OSHAY LIMIT. WHERE
EMPLOYEES WILL NOT BE EXPDSED, KEEP LEL IN SECTION II BELCW 25% OF LIMIT.

PROTECTIVE GLOVES: RECOMMENDED X REQUIRED

EYE PROTECTION: USE SAFETY EYEWARE DESIGNED TO PROTECT AGAINST SPLASH OF
LIQUIDS.

OTHER PROTECTIVE EQUIPMENT: PREVENT PROLONGED SKIN CONTACT WITH CONTAMINATED
CLOTHING.

st st siesie e sl siesie sl B s sk e sl el ek SECTION IX-SPECIAL PRECAUTIONS S s st ste sk sl sl st st sie sl e sl st siesie e s e ke
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING: DO NOT STORE ABOVE 120 DEG. F.
STORE LARGE QUANTITIES IN BUILDINGS DESIGNED FOR STORAGE OF FLAMMABLE LIQUIDS.

OTHER PRECAUTIONS: D2 NOT TAKE INTERNALLY. CONTAINERS SHOULD BE GROUNDED
WHEN POURING. AVGID FREE FALL OF LIQUID IN EXCESS OF A FEW INCHES.

DO NOT SAND, FLAME CUT, BRAZE OR WELD THE DRY COATING WITHOUT NIOSH
APPROVED RESPIRATOR OR APPROPRIATE VENTILATIONS.

CBSERVE PRECAUTIONARY LABEL WARNINGS.

PREPARED BY S. M. STEVENSON
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